e
CM 100 H

Height, up to:

mm
1,69-12,7

Throw distance:

1to 6 mm

Lettering

All Windows fonts smart
device language

Hand held printer

The Cyklop CM100H is the Hand held entry-level . _ -
) A . Alphanumerics, logos, date/time, expiration date,
coder in thermal Inkjet teChnOlOgy for the manual Messages Julian date, shift code, counter/lot box, barcodes,
. . . . . databases (SQL, ACCESS, EXCEL, TEXT, etc.)
printing of a wide variety of materials. Its small, z
. . . o -
compact and light design allows it to be transported 2 | printlines Ko Ol
N = .
almost anywhere printings are needed. 2 o 10 diereak: (e (e
. P X -
Ideal to print messages, logo or barcode on all mate- RIntalality 05 (89, S0 e S0, S0 v (50
rials with very hlgh quallty Printing speed 76 m/min (300 x 300 dpi)
. Consumption Report of Ink consumption and level indication
Technical features
Hot Swap Circuit protection for quick cartridge changeover
z
Tecnology Hewlett Packard TIJ2.5 inkjet technology g . .
9 Flash USB 2,0 for firmware, font and logo loading
z
Heads number 1 %
O Port AUX I/O for external sensor, encoder and alarm kit connection
Dimensions (LxWxH): 107.5 x 74.5 x 83 mm %
< Fotocell Build-in and adjustable
. -
Weight 490g ) Password Password protection
=
z
0 Screen LCD display, 2.8 inch 8 Memory up to 100 messages
o
E . . Back up Automatic back-up system
o Structure Strong and small skid plate design
w
<Jt Report Real time to Android and iOS devices
J Power supply: AC 100 V - 240V, 50/ 60 Hz, 1.4 A.
= Alimentation Maximum power
E Consumption: 48 W
5-50°C
Atmosphere
Humidity 90 %
Anti-shock Anti_—shock mounting mechanism for printer pro-
tection
Conformity CE certification
Warranty 12 months
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GLOBAL PACKAGING SOLUTIONS TAPING



